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Abstract— Laboratory experimental evidence using Raman 
spectroscopy has shown that liquid brine may form below the 
shallow subsurface of Mars. A simpler experimental method to 
verify the presence of liquid brine or liquid water below Mars 
surface is needed. In this paper, a ring resonator is used to detect 
the phase change from frozen water to liquid water below a 
sandy soil that simulates the Mars surface. Experimental data 
shows that the ring resonator can detect the melting of thin layers 
of frozen brine or water up to 15 mm below the surface.
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1. INTRODUCTION
The Phoenix Mars Scout mission discovered perchlorate salts, 
Mg(ClO4)2 and Ca(ClO4)2, in the Martian soil [1]. Perchlorate 
salts are hygroscopic, absorbing water present in the soil or 
atmosphere through deliquescence. Thermal and Electrical 
Conductivity Probe (TECP) data of the Martian soil during the 
Phoenix mission showed an increase in the real part of 
permittivity every Martian night, and it was hypothesized that 
this is due to absorption of water from the atmosphere by the 
soil or salts in the soil [2]. It was hypothesized that the 
thermodynamics of freeze-thaw cycles causes the formation of 
brine pockets in saline soils such as that of the Phoenix 
landing site [3], [4]. Further analysis of the TECP data showed 
an increase in permittivity during the day when water 
absorbed at night melts [5]. The increase in permittivity is 
small and indicates one or two monolayers of water. 
Furthermore, the data shows that the water cycle is due to 
NaClO4 or MgCl2, not Mg(ClO4)2 [5]. Phase diagrams of 
various salts show that Mg(ClO4)2 has the lowest eutectic 
temperature, but other salts may exist in the liquid state at 
temperatures that exist on Mars [6]. Raman spectroscopy 
conducted in a chamber that simulates the Mars environment 
demonstrated that liquid brine can form in the Mars shallow 
subsurface if salts are deposited on frozen water [7]. If proven 
to be correct, liquid saline-water could occur almost anywhere 
that ground ice is present near the surface of Mars [7]. The 
white material in the photo in Figure 1 is hypothesized to be 
frozen brine in the shallow subsurface of Mars. Because of the 
importance of discovering liquid water on Mars to further the 
search for life and possible long term manned missions to 
Mars, even if the liquid is brine, a low cost method of 
detecting it and confirming the Raman spectroscopy results is 
required.
Figure 1: Photo from Mars Phoenix Lander of possible 
frozen brine in the shallow subsurface.
The real part of the relative permittivity (İr’ - jİr’’) of Martian 
soil was measured by the Phoenix Lander using the 
capacitance between two needles of a probe and a 6.25 MHz 
signal to be between 2.5 and 2.8, with an uncertainty due to 
inconsistent probe contact with the soil [2]. Measurements of 
different soil types on Earth show that the permittivity of dry 
soil is not very dependent on the type of soil. Hallikainen et al. 
showed that at 1.4 GHz, five dry soil types ranging from sandy 
loam to silty clay have a dielectric constant of 2.5 - j0 [8]. 
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2Topp  et al. measured mineral soil materials that replicate 
sandy loam through clay and reported real relative 
permittivities between 2.59 and 3.03 [9]. Vall-llossera et al. 
report a relative permittivity for dry sand of 2.45 - j0.019 and 
a relative permittivity for dry clay of 3.54 - j0.55 [10]. 
Mironov measured the permittivity at 1.4 GHz of dry soils of 
approximately 2.5 [11], and the relative permittivity of dry 
sand was measured to be 2.5 - j0.06 at 1 GHz [12]. Thus, the 
permittivity of soils on Earth and Mars are similar and sand or 
sandy loam may be used to simulate Mars soil.
The permittivity of water has been well studied and various 
models have been proposed to fit the permittivity as a function 
of temperature and frequency. However, below 3 GHz, İr’ is 
nearly constant and equal to the static value [13, 14, 15] of 
87.9 at 0 Û&>@0HDVXUHPHQWVVKRZWKDWWKHUHDOSDUWRIWKH
static permittivity decreases with temperature at the rate of 
approximately 0.4*T [14]. The imaginary part of the 
permittivity increases with frequency to approximately 
10 GHz, after which it decreases with frequency [14]. Also, 
İr’’ decreases with increasing temperature below 10 GHz [14, 
15]. 
The measured permittivity of sea water, which is a form of 
brine, has been studied for remote sensing [16, 17, 18, 19]. 
The permittivity is dependent on frequency, temperature, and 
salinity, but an in-depth experimental determination of the 
multi-variable permittivity is not available. However, below 
3 GHz, which is the frequency of interest for this sensor, İr’
decreases as temperature increases from 0 to 40 Û& [16, 17, 
18]. Furthermore, İr’ decreases as salinity increases [16, 17, 
18]. The imaginary part of permittivity increases as 
temperature increases [16, 18] over the range of 0 to 40 Û&
but below 0 Û& İr’’ increases as temperature decreases [19]. 
At 0 Û&and 3 GHz, İr§ - j39 for sea water and 72 - j40 for a 
NaCl solution of the same salinity [18].
Ice has a nearly constant real relative permittivity of 
approximately 3.15 above 100 kHz, and it does not vary by 
more than 0.1 over a temperature range from -80 to 0 Û&>
20]. However, the imaginary part of the permittivity increases 
by more than a factor of ten as the temperature increases over 
the 80 Û& WHPSHUDWXUH UDQJH DQG WKH IUHTXHQF\ UDQJH RI
800 MHz to 3 GHz [20]. At 0 Û& WKHUHODWLYHSHUPLWWLYLW\R f
ice is approximately 3.15 - j0.0015 [20]. Measurements of 
Beaufort Sea ice with salinity of 5% and over a temperature 
range of -4 to -12 Û&DQGIUHTXHQF\UDQJHRI-5 GHz indicate 
a permittivity of approximately 3.6-j0.2, with the real part 
increasing slightly with salinity [21].
Thus, water and brine have a similar real part of permittivity 
that is at least an order of magnitude greater than ice or the 
surrounding soil, which have approximately the same 
permittivity. Moreover, the imaginary part of permittivity of 
water is greater than dry soil or ice by approximately four 
orders of magnitude in the microwave frequency range. Thus, 
microwave measurement techniques should be able to detect 
the melting of ice and measure the moisture content of soil.
Time delay measurements of either the reflection coefficient 
[22] or transmission coefficient [23] have been demonstrated 
with the ability to determine the depth of variations in the soil 
type. The resonant frequency and quality factor of a coaxial 
resonator with a slot in the outer conductor [24] or a monopole 
resonator [25]; the reflection coefficient of a flared, open 
circuit coaxial transmission line [26], wire probes extended 
from the center and outer conductors of a coaxial transmission 
line [27], and a dielectric waveguide flared radiator [28]; and a 
two wire capacitive probe [29] have been demonstrated to 
measure soil moisture content. However, each of these probes 
requires the probe to be inserted into the soil, which cannot 
have rocks or be frozen if the sensor is not to be damaged.
Microstrip resonators with a defected ground plane [30, 31], 
microstrip open circuit stubs [32], microstrip transmission 
lines coupled to complementary split-ring resonators in the 
ground plane [33], and microstrip ring resonators [34, 35] 
have also been proposed to measure the moisture content of 
soils due to the change in permittivity as a function of 
moisture content. The microstrip resonators are either placed 
on top of the soil or buried in the soil and couple to the soil 
through the defected ground planes or through interaction of 
the electromagnetic fields of the microstrip lines. In these 
previous demonstrations, the soil is uniformly moist, and thus 
the resonant frequency of the resonator varies due to the bulk 
permittivity of the soil. Also, because the bulk permittivity is 
being measured, no characteristics of the soil as a function of 
depth were measured. However, because the liquid brine or 
water on Mars will exist in thin layers below the shallow 
subsurface, measuring the bulk permittivity of the soil is not 
what is required.
In this paper, a ring resonator is used to characterize a thin 
layer of moist soil below the dry surface. The results from 
control experiments using water and brine simulant are 
presented to demonstrate the usefulness of the ring resonator 
for this application. Then, the characteristics of the resonator 
for detecting the melting of a thin layer of ice below the soil 
are presented. Finally, the characteristics of a saturated sandy 
soil that dries in the sun are presented.
2. RING RESONATOR DESIGN
The ring resonator design is similar to that described in [34] 
and is shown in Figure 2. The substrate is Rogers TMM 3, 
which has a relative permittivity of 3.27 and a thickness of 
3.15 mm. TMM substrate is chosen because it has a low 
thermal coefficient of permittivity (+37 ppm / Û&>@ LWFDQ
easily be machined, and it has low outgassing [37]. The 
microstrip ring resonator has an outer diameter of 64.7 mm 
and a microstrip width of 3.7 mm. The ring resonator will 
have transmission maximums or resonances at frequencies 
when the circumference of the ring is a multiple of the guided 
wavelength (Ȝg=nʌd, where Ȝg is the guided wavelength,  d is 
the diameter and n=1,2,3…), assuming that the coupling 
reactances are negligible. When the ring is placed on a 
material, the guided wavelength is changed and the resonant 
frequency changes. The microstrip ring resonator is 
capacitively coupled to coaxial cables by symmetrically 
3placing two coax launchers on the ground plane with the outer 
conductor of the coax launcher soldered to the ground plane 
and the center pin of the coax launcher extended partially 
through the substrate and directly under the middle of the 
microstrip line. The amount of capacitive coupling is 
controlled by the distance between the center pin and the 
microstrip line. In the ring resonator used here, a 2.65 mm 
deep hole is drilled in the 3.15 mm thick substrate and the 
center pin is 2.65 mm long, resulting in a coupling gap of 
0.5 mm. This arrangement has the advantage that the coupling 
capacitance is not dependent on the material placed over the 
substrate, and thus, it is ideally suited for soil moisture 
measurements. If the coupling capacitance were dependent on 
the surrounding material, the resonant frequencies would not 
be only dependent on the guided wavelength of the microstrip 
line.
Experimentally, it was observed that the decrease in the 
quality factor, Q, of the resonator when it is placed directly on 
wet soil samples decreased the sensitivity of the 
measurements. Therefore, a 0.76 mm thick TMM 10i, relative 
permittivity equal to 9.8, superstrate was used to isolate the 
resonator from soil with high moisture content. TMM 10i is 
chosen because its thermal coefficient of permittivity is 
-43 ppm/Û& >@ ZKLFK LV DSSUR[LPDWHO\ RSSRVLWH WR WKDW RI
the substrate and should minimize the temperature dependence 
of the resonant frequency. The higher permittivity of the 
superstrate increases the power of the electromagnetic fields in 
the superstrate and the soil and increases the sensitivity of the 
resonator. This was verified with Sonnet High Frequency 
Electromagnetic Software simulations performed of the 
microstrip line with 0.76 mm thick superstrates of different 
permittivities as a function of the depth of a buried 2 mm 
thick, İr=72 lossless water layer in dry sand.
The ring resonator can be used to measure the fundamental 
and all higher harmonic frequencies, but the data presented 
here is limited to the first three resonances because wet sand 
attenuates the higher frequency resonances too much for data 
analysis. A photograph the typical test setup is shown in 
Figure 3, where the sample is positioned on a scale to measure 
the weight of the sample so as to monitor any evaporation and 
to determine the moisture content. A thermocouple is buried 
below the sample and the temperature is recorded throughout 
the test. A typical resonator transmission characteristic is 
shown in Figure 4.
(a)
(b)
(c)
Figure 2: (a) Computer modeling cross-section of the ring 
resonator. The superstrate is not shown for clarity. (b) 
Photograph of ring resonator without the superstrate. (c) 
Photograph of the back side of the ring resonator with 
coax launcher.
Figure 3: Photograph of test setup.
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Figure 4: Typical transmission characteristics of a 
resonator with no Material Under Test (MUT) or air as 
the MUT.
3. DATA ANALYSIS
The resonator characteristics are measured on an Agilent PNA 
with a semi-rigid coaxial cable between the PNA and the 
coaxial connectors on the resonator. For all tests, the PNA is 
in the step mode and the number of points is set to a minimum 
of 3,000 data points per GHz of bandwidth. Prior to 
measurements, a Short-Open-Load-Through (SOLT) 
calibration is performed.
For data analysis, a search routine is used first to find the 
frequencies of the first three resonances, determined by the 
frequency of the maximum |S21|. Then, a four parameter 
Lorentzian distribution is fit to a frequency range around the 
resonant frequency of either 4% or Full Width at Half 
Maximum (FWHM), whichever is greater.
(1)
f is the frequency, fn is the resonant frequency, b is one half 
FWHM, and |S21|max=y0+a. From the fit parameters, the 
resonant frequency and Qn (Qn=fn/2b) of the resonance is 
determined.
Before each measurement, the resonator is suspended above 
the sample at a sufficient height that the sample does not 
interact with the resonator, and the unloaded characteristics of 
the resonator are measured. Then, based on the measurement
of the loaded and unloaded resonator characteristics, the 
procedure developed in [34] may be used to determine:
(2)
and:
(3)
where Qn is the quality factor of the nth harmonic of the 
loaded resonator and Qn,air is the quality factor of the nth 
harmonic of the unloaded resonator. Qn,air accounts for the 
conductor losses in the microstrip line, the dielectric losses in 
the substrate and superstrate, and radiation losses. When the 
resonator is placed over the sample, it is assumed that these
losses do not change. Thus, Qd,n is the quality factor of the soil 
sample and accounts for the dielectric losses of the sand and 
water or brine in the sand.  fn,air is the nth harmonic frequency 
of the unloaded resonator, fn is the nth harmonic frequency of 
the loaded resonator, İ’eff,air is the effective permittivity of the 
unloaded microstrip, and İ’eff is the effective permittivity of 
the microstrip line when placed over the sample. Because we 
are interested in detecting the presence of thin layers of 
subsurface brine, the soil will not be homogeneous and the 
bulk effective permittivity of sample is not of interest. 
However, measuring a change in the resonant frequency, fn, 
and Qd is of interest because this will indicate a melting of the 
frozen brine.
For the resonator suspended in air with a typical response 
shown in Figure 4, the first three resonant frequencies are fn,air
equal to 0.864, 1.734, and 2.577 GHz with corresponding 
unloaded quality factors, Qn,air, of 97.4, 70.2, and 48.9, 
respectively.
The data reported in this paper is based on a frequency 
increment of approximately 275 kHz. However, through 
experimentation with the frequency increment in the data set, 
a frequency increment of 4.375 MHz yielded results that 
would have allowed the conclusions of this paper to be made 
if the resonances are well behaved. As will be discussed 
below, split resonances were measured in some cases and the 
4.375 MHz increment would not have yielded good results in 
those cases. Thus, the smaller frequency increment enables a 
better determination of fn and Qd.
4. CONTROL TESTS
Because thin layers of melting brine under the soil subsurface 
will not change the permittivity of the bulk soil significantly, 
the sensitivity of the resonator characteristics to variations in 
temperature are first measured. The minimum recorded 
surface temperature on Mars is -140 Û& WKH PHDQ VXUIDFH
temperature is -63 Û&DQGWKHPD[LPXPUHFRUGHGWHPSHUDWXUH
is 20 Û& >@7KH UHVRQDWRUZLWKDQGZLWKRXW WKH VXSHUVWUDWH
were measured in a chamber from -75 Û& WR  Û& 7KH
variation in the resonant frequency 
((fn(-75Û&-fn(T))/fn(-75Û& IRU WKH ILUVW WKUHH UHVRQDQFHV LV
shown in Figure 5. It is observed that with the superstrate the 
resonant frequency increases with temperature more than is 
predicted by the datasheet thermal coefficient of permittivity, 
but the percent change is small. Furthermore, because the 
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5resonant frequency of the unloaded resonator with the 
superstrate increases with temperature and the resonant 
frequency of the resonator loaded by the soil should decrease 
with melting ice or brine, there should not be false indications 
of melting brine due to thermal variations. Optimum material 
choices for the substrate and superstrate would result in no 
variation in the resonant frequency with temperature, which 
would increase the sensitivity of the sensor. As expected, the 
Qd decreases with increasing temperature due to increase in 
copper resistivity with temperature.
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Figure 5: Measured variation in (a) resonant frequency as 
a function of temperature of unloaded resonator with and 
without the superstrate (b) Q as a function of temperature 
of unloaded resonator with the superstrate.
If the ice melts in a very hard packed soil or if the soil below 
the ice is frozen so that the soil is impenetrable to water, the 
melted ice will form groundwater. Because this is not an easy 
circumstance to duplicate in the laboratory, four controlled 
experiments were established. Each uses layers of RT/Duroid 
5880, which has a relative permittivity of 2.2 and İr’’=0.001, 
to simulate dry sand, and the temperature of the experiment is 
23 Û&7KHILUVWH[SHULPHQWXVHVD mm thick layer of TMM 
10i, İr’=9.8 and İr’’=0.02, to simulate a layer of moist sand. 
The second experiment uses a 0.65 mm thick layer of ceramic 
that has a relative permittivity of 67.5, which is close to the 
permittivity of water, but its imaginary permittivity is very 
low. In the third and fourth experiments, a cavity is machined 
in one layer of RF/Duroid that holds 2 mm by 40 mm by 
40 mm of deionized water and brine solution (50 g DI H2O 
mixed with 5 g of Instant Ocean aquarium salt), respectively. 
The resonator is placed over a stack of RT/Duroid, and the 
depth of the MUT is varied within the RT/Duroid stack.
Figure 6 shows the change in fn/fn,air for the test cases of 
lossless materials with permittivities of 9.8 and 67. Note that 
the change is greater for the higher permittivity material, but 
the maximum depth that the material can be detected is 10 mm 
in each case. Also, there is not a significant difference in the 
change in resonant frequency for the first three resonances. 
The quality factor Qd is not shown because the materials have 
a small İr’’, causing the measured Qn for the loaded and 
unloaded resonators to be almost equal and Qd to be 
mathematically indeterminate.
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Figure 6: Measured variation in resonant frequency as a 
function of depth for (a) 1.4 mm thick İr=9.8 TMM 10i 
board, (b) 0.65 mm thick İr=67 ceramic boards buried in 
RT/Duroid 5880.
Figure 7 shows the measured variation in the resonant 
frequency and Figure 8 shows the measured Qd for the test 
cases with water and brine. Note that Qd is very small (<10) 
for all resonances of a brine sample and for the higher 
harmonics for a water sample within a few millimeters below 
the surface, and this degrades the accuracy of the 
determination of the resonant frequency. Furthermore, 
although it is not shown, there is a splitting of the resonance, 
especially when the sample is within a few millimeters of the 
surface, for some of the measurements.  In these cases, if one 
of the resonances has a peak in |S21| such that its FWHM is 
narrow enough not to include the second resonance, the 
Lorentzian fitting was done around that resonance. If the two 
resonant peaks have a similar magnitude, the Lorentzian 
equation is fit to a frequency range that spans both resonances. 
In these two cases, the Lorentzian distribution cannot 
accurately fit these data samples resulting in scatter in the 
data. The splitting of the mode is due to non-uniformities, 
such as air bubbles, in the sample under the resonator [39], 
and since the frozen brine will not be uniformly distributed or 
uniformly melt, this mode splitting will be observed in 
practice. Even with the mode splitting, Figure 7 shows that a 
significant change in the resonant frequency may be measured, 
slightly greater than the İr=67 ceramic sample, but if only fn is 
observed, the sample may only be detected to within 10 mm of 
the surface. However, there is a significant variation in Qd for 
samples of water and brine in the subsurface, and by using the 
first three resonances, it should be possible to detect water or 
brine up to 20 mm below the surface. It may also be noted that 
resonance splitting may be used to indicate the size of the 
frozen brine; if there is no splitting, that is an indication that 
the brine layer is larger than the resonator, and if there is 
splitting, that is an indication that the area of the brine layer is 
less than the diameter of the resonator.
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Figure 7: Measured variation in resonant frequency as a 
function of depth for (a) 2 mm thick layer deionized water, 
(b) 2 mm thick layer brine buried in RT/Duroid 5880.
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Figure 8: Measured Qd as a function of depth for a 2 mm
thick layer (a) deionized water, (b) brine buried in 
RT/Duroid 5880.
5. MELTING BURIED ICE SAMPLE
To verify that the ring resonator can detect when thin layers of 
frozen water buried in cold sand changes from the solid to 
liquid state, frozen deionized water samples were prepared and 
buried under frozen, dry sand in a 125 mm deep quartz dish. 
The sand was approximately 50 mm thick and the ice samples 
were approximately 2.5 mm thick. Two experiments were 
conducted with the ice buried approximately 7.5 mm and 
15 mm ±2 mm beneath the surface. The experiments were
conducted in a laboratory at 25 Û& DQG WKH VDPSOHV ZHUH
allowed to warm to room temperature during the tests. A 
thermocouple was buried in the sand below the ice layer and 
the results are plotted relative to that temperature. However, it 
must be noted that the volume of sand was small and the 
temperature of the sand was not uniform. By placing the 
thermocouple below the sand, it should have given a good 
indication of the sand in the region of the ice. Because the 
humidity of the laboratory was not controlled or near zero, 
condensation was observed on the quartz dish and the top of 
the sand during the test.
Because the volume of sand was large compared to the ice 
sample, when the ice melts, the moisture content of the sand 
was very non-uniform. The moisture content increased in the 
volume around the ice as the ice melts, and it decreased with 
time as the water disperses throughout the sand. It was 
observed that the sand below the resonator had a higher 
moisture content than the sand exposed to air due to 
evaporation. However, during the measurement, the weight of 
the sand/water sample was measured and no significant weight 
loss was detected, indicating that very little evaporation 
occurred.
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Figure 9: Measured variation in (a) resonant frequency 
and (b) Qd of a 2.5 mm thick water ice layer buried 7.5 mm 
below the surface of sand as a function of sand 
temperature.
Figures 9 and 10 show the measured fn/fn,air and Qd for the ice 
buried 7.5 mm and 15 mm, respectively, as a function of 
temperature. There is an immediate, measureable decrease in 
the resonant frequency as the ice melts and locally increases 
the moisture content of the sand, but the actual change in 
resonant frequency is small. The reduction in the quality factor 
is significantly larger and easier to measure and detect. As the 
water disperses throughout the sample, the resonant frequency 
and quality factor increases to that of the original dry sand. It 
is noted that the melting of a thin layer of ice buried 15 mm 
below the surface can be detected by the large change in 
quality factor.
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Figure 10: Measured variation in (a) resonant frequency 
and (b) Qd of a 2.5 mm thick water ice layer buried 15 mm 
below the surface of sand as a function of sand 
temperature.
6. MELTING FROZEN BRINE SAMPLE
2.5 mm thick frozen brine samples were prepared in the same 
way as the frozen water samples of Section 5 and buried 7.5 
and 15 mm ±2 mm below the surface of the sand. The 
experimental procedure is the same as in Section 5. The buried 
thermocouple for the 7.5 mm thick test was placed too close to 
the edge of the dish and warmed quicker than the sand around 
the ice, which affected the results in Figure 11. Figures 11 and 
12 show the measured variation in resonant frequency and 
quality factor as a function of temperature for the frozen brine 
sample buried 7.5 mm and 15 mm below the surface, 
respectively. There is a measureable decrease in the resonant 
frequency from the start of the test until the ice has melted, 
after which the resonant frequency increases to a value that 
would be expected for sand with a specific moisture content. 
Note that there appears to be a minimum in the resonant 
frequency at the time that the ice melts. The quality factor data 
is not as easy to understand, and the measurement was 
repeated twice to verify the observations shown. For the 
7.5 mm depth ice brine, Qd decreases for the three resonant 
frequencies as the ice melts and stabilizes to a value expected 
for moist sand. For the 15 mm depth ice brine, Qd decreases as
the ice melts, but the observations for the three resonant 
frequencies are not similar. Note that the same is true for the 
deionized water ice sample data shown in Figure 
10b.
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Figure 11: Measured variation in (a) resonant frequency 
and (b) Qd of a 2.5 mm thick frozen brine layer buried 
7.5 mm below the surface of sand as a function of sand 
temperature.
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Figure 12: Measured variation in (a) resonant frequency 
and (b) Qd of a 2.5 mm thick frozen brine layer buried 
15 mm below the surface of sand as a function of sand 
temperature.
7. SATURATED SAND DRYING
Although not likely on Mars, if the ice layer is very large, it 
will saturate the sandy soil when it melts. To simulate the case 
of a sandy soil saturated with water and drying in the sun, a 
150 mm diameter dish was filled with sand to a depth of 
50 mm and deionized water was poured over the sand until 
just before the water “puddled” on the surface. To simulate the 
sun, two heat lamps were placed over the setup, which raised 
the temperature of the sand and resonator to 50 Û& ,W LV
understood that Mars will not reach 50 Û& EXW WKH KLJK
temperature was required to shorten the time of the test to two 
days. The sand/water mixture was placed on a scale and the 
mass of the mixture was weighed and the S-parameters were 
measured as a function of time. After the test was complete, 
the sand was dried in a 140 Û&RYHQIRU h and weighed to 
determine the dry sand mass. From the wet sand mass weighed 
during the test and the dry sand mass, the gravitational 
moisture content (Mg=Mw/(Mw+Msand)), where Mw is the mass 
of the water and Msand is the mass of the dry sand) is 
determined. Initially, the saturated sand mixture has a 
homogeneous moisture content, but during the test, the top of 
the sand mixture dries due to the heat lamps and gravity forces 
the remaining water to the bottom similar to what would 
happen in nature. Since the resonator is only sensitive to 
changes in the sand/water permittivity to a depth of 
approximately 15 mm as evidenced by the prior results, the 
measured change in resonant frequency and Qd is nonlinear 
and saturates once the top 15 mm of sand dries.
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Figure 13: Measured variation in (a) resonant frequency 
and (b) Qd as a function of Mg.
The quality factor of the resonator is too low for moisture 
contents greater than 16%, especially for the second and third 
harmonic frequencies, to obtain the resonant frequency. 
Figure 13 shows the change in resonant frequency and Qd as a 
function of Mg. The resonant frequency decreases slightly with 
increasing moisture content if Mg is less than 14%. However, 
over that same range of Mg, Qd decreases significantly. For 
large values of Mg, the resonant frequency decreases 
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significantly, but Qd is nearly constant. Thus, there is an 
advantage to using fn/fair and Qd to analyze soil.
8. SENSOR IMPLEMENTATION
This sensor was developed under a project titled “MAHRS: A 
simple instrument suite to characterize weathering and the 
habitability of the shallow Martian subsurface” under the
NASA Maturation of Instruments for Solar System 
Exploration (MATISSE) program. In addition to the brine 
sensor described in this paper, the project developed an optical 
microscope, a radiometer, a saltation sensor and an electric 
field sensor. The project envisions the brine sensor and the 
optical microscope placed on a robotic arm that would hold 
the sensors over or placed on top of the Mars surface. Because 
the brine sensor detects the phase change of brine from frozen 
to liquid by detecting variations in the resonant frequency and 
the quality factor of the resonance, it is important that the 
distance between the sensor and the surface be constant so that 
any measured variations are attributed to the phase change and 
not the measurement setup. The superstrate placed over the 
sensor protects the ring resonator so the brine sensor may be 
placed in contact with the soil as it was done in the 
experiments described in this paper. This may eliminate 
variations in the measurement conditions.
The original plan was for the electronics for the brine sensor to 
be placed inside the rover where they would be shielded from 
the extreme temperature variations. However, this required an 
RF transmission line or waveguide to be run from the rover to 
the sensor on the end of the arm and there were concerns 
about the reliability of the elbow on the RF cable. Therefore, 
the current design is for the RF and microcontroller circuits 
for the brine sensor to be placed in an enclosure attached to 
the ring resonator; only dc power lines and data input/output 
lines are run between the rover and the sensor at the end of the 
arm. This may require a heater to be placed within the 
enclosure, and further tests will be conducted to determine if 
that is needed.
To minimize data transfer, the microcontroller can perform the 
data analysis described in Section 3 and transmit either the 
resonant frequency and quality factor or the collected raw data 
within the narrow bandwidth around the resonant peaks. A 
determination will need to be made if transmitting the raw 
data is sufficiently valuable to justify storing and transmitting 
the data.
9. CONCLUSIONS
The measured characteristics of the ring resonator shown in 
this paper indicate that the sensor may detect the melting of a 
thin layer of frozen brine buried as deep as 15 mm below the 
surface. Admittedly, the change in resonant frequency is not 
large, on the order of 10 MHz for the fundamental resonance, 
which will require a stable synthesizer with small frequency 
increment. Since the change in quality factor is larger, it 
should be able to be measured by most commercial power 
detector circuits, but a small frequency increment is still 
required to fit with the Lorentzian equation.
Multiple resonances were measured to determine if additional 
data may be obtained. If the sole purpose of the sensor is to 
detect the phase change from frozen to liquid water or brine in 
the shallow subsurface, the fundamental resonance is 
sufficient. However, from the buried ice experiments, there 
appears to be a variation in Qd for the three resonances, and 
this may yield information about the depth of the ice. If a 
better understanding of the permittivity of the brine versus 
temperature was available and the measurements were 
repeatable, it should be possible to determine the type of brine 
and/or its concentration through frequency spectroscopy.
It was observed that if the resonator is moved or it vibrates 
during the test, the measured results are affected. Since the 
change in frequency is very small, these affects due to 
movement yield wrong conclusions. Therefore, it is critical to 
hold the resonator still.
Further experiments to verify the sensor are planned. These 
include a sensor integrated with the RF circuits and the 
microcontroller and tested in a temperature controlled vacuum 
chamber to determine if a heater within the enclosure is 
needed. Also, Martian regolith simulants will be used to 
determine if the characteristics of the sand are sufficiently 
similar to Mars soil to justify the assumption made in Section 
1. 
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